eidolon

Eidolon is now presenting a new and
in many ways a different line of antenna
mast and tower rotators.

These drives are modified solar panel
rotators which are running almost 24h
a day, going back and forth at about
0,048rpm.

The main goal has been :
Increased mechanical stability.
Very high strength.

Ability to pass the antenna mast
through the center of the rotator.

Placing the Ham Tower on top of
the rotator. (large rotator)

A direction accuracy better than

0,2 degr. is achieved for all units.

Eid175 for installation with upper support bearing and
opening for passing a mast through, dia.of 72mm

Stainless steel Rotor Mast The heavy duty adapter can adapt a Eid75AZ/EI.
Adapteror for Eid75 1,6m? antenna 6,5m above the rotor The smalest AZ/EI. Unit
with a load of 1,36kN/m?
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Eid425

This rotator is strong
enough to take a 3 section
lattice tower with a 1,5m2

beam on top at 18meters
and wind load 1,30 kN/m2

Rotaing Breake Vertical Tilting Precision Rotation Mast Installation Weight Price  Price Weight World wide
Wind area torque torque load Moment +/-degr. time diameter on adapter-1 Euro USD rotator  Shipping
MODELL eff. M2 Nm Nm Kg. max seconds plattform kg. less VAT lesstax  kg. air
Nm
Eid-75 3 400 2000 1600 500 <0,2 60 0-65 yes 2 945 1064 15 included
Eid-75 Az/El 3-6 500/1100 <0,2 120 na yes na 1648| 1855 45 included
included
Eid-125 6 600 5000 | 2200 1800 <0,2 80 0-65 yes 3 1039 1170 16 included
Eid-175 22 703 10400 | 5300 13500 <0,17 120 0-82 yes customized 1244 1400 21 included
Eid-175 Az/El. 22 same | same | same |13500/6000| <0,17 120 na yes customized 2443 2750 60 included
Eid-225 28 805 | 38700 | 7100 33800 <0,17 120 0-126 yes customized 1421| 1600 53 |onreguest
Eid-300 na 2030 | 43000 | 11500 54300 <0,17 120 plate yes customized 1590 1790 64 |onrequest
Eid-350 na 1122 | 48000 | 13300 67800 <0,17 120 plate yes customized 1696 1909| 67 |onrequest
Eid-425 na 1346 | 72300 | 23500 135600 <0,15 120 plate yes customized 2127| 2395 108 |onrequest
Eid-525 na 1650 |105800| 38500 | 203000 <0,15 120 plate yes customized 3011| 3390| 155 |onrequest
Eid-625 na 1980 |158300| 59000 271000 <0,15 120 plate yes customized 3793| 4270| 204 |onrequest
Common for all rotators:
Installation on flat surface
Rotation range Azimut 450 degr. Or as wanted The E-125 got an opening in the center to let a 51,5mm mast pass through
Elevation 180 degr. The E-175 got an opening in the center to let a 97,5mm mast pass through
Magnetic pulse data for direction tracking
Motor ramp up and ramp down.
Control cable 2 wires 12 volt+ 2 wires 24 volt and 2 wires data
Cmmunication RS232to PC with USB adapter
Common control unit for all rotators
Work with most logging programs

Rotor adapters are optional and not include in the price.
DATA and pricelist as of June 12" 2016
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